
L E D  R e m o te  C o n tr o l le r

Features

Technical Parameter
1. Battery capacity: 800mAh
2. Standby current: <50μA
3. Standby time: 1 year

4. Battery running: 10 hours
5. Charge time: 4 hours
6. Number of Charge cycles: 500 times

Dimensions

Function Descriptions

1) More than 60 kinds of colors choice
2) Can show the color which the control sets
3) More than 90 kinds of scene choice
4) Auto sleep function after 60 seconds, save energy
5) Group control (one remote controller can control several controllers)

147.5mm
  (5.81”)

 5
8.

0m
m

  (
2.

28
”)

 1
7.

0m
m

  (
0.

67
”)

The Touch remote control is match with the RGB  and the LLB-45AR-08 controller of 
Lunasea. It can change  the  color, the pattern and the variation rate choice, and adjust the 
light, when the change  suspends  the  light  can be adjusted and so on. The  whole control panel 
is touching method, no machinery wears which is good for the control's life. The user  only needs 
to touch the key for the wireless control, especially suitable for lives.

www.lunasealighting.com

LLB-45AR-08-OD Remote



Operation Descriptions

Safety Information

1) Match the remote control address with the control
    First: After the controller joins RGB LED product, on the electricity, presses the “POWER” key, 
    the controller output closure.
    Second: Press the “Pause” key, the controller output will be in the red light to show it have been 
    in the state of indentifying the address.
    Third: Press any key of the remote controller, the controller output will be in the green light to 
    show it has received the signal of controller.
    Forth: Press the power key to test whether the set is ok, if not please try again,

2) The Function description of the key
    Color pulley: Sliding a finger on the color pulley to choose a receptor output color of 64 colors 
    choice. (The correct way of operation: clockwise sliding your finger on the color pulley)
    F u n c tio n k e y s : MODE+, MODE-  Mode selection
                              SPEED+, SPEED- Speed selection
                              BRT+, BRT-    Brightness selection

3) Group control (one remote controller can control several controllers)
    When the remote is on the state of active, pressing key 1-9 then the“#”can change the remote’s 
    address code.(For example, Once pressing 1,#,the address code of remote is 1;if pressing 1,3,
    #,the address code will change to 13.) 

First,  please set a different address respectively for receptor A,  B,  C,  D according to the step 
of  “pair  address  of receptors  and remotes”.  (For  example, set  receptor  A to  1,  receptor  B  
to 2, receptor C to 3 and receptor D to 4.The address can be set to a 1-digit or 2-digit optionally,
but you must remember it. Please set the address again if you forget.)
Second, when the receptor and remote are paired up, you can press digital key 1, then the key 
“#” to control the receptor A  (Because the address  of  receptor  A has been set to 1 when you 
pairing the address of receptors and remotes). Pressing digital key 2, then “#” is to control the 
receptor  B, and  you  can  control  other  receptors  like that. Only  when  you  switch between 
different  receptors  will  need  to  reset  the  address of the remote to match the receptor.  The 
remote will save the last address when the power is turned off.

A ppl ic a tio n e x a m ple s :  a remote control A, B, C, D four receptors

4) In  order  to guarantee the life of  battery,  we set up  60  seconds  auto  dormancy function for 
    the  remote. That  is, without  using  remote  for  60  seconds,  it  will enter into a state  of  auto 
    dormancy. To awaken it, please press the power key. 

(1)Please connect the USB terminal with the computer USB connector or other connector which 
     can supply 5V power.
(2)The red light will be on when in charging, if finished the light will be off.
(3)The charging time should be 8h to 10h for the first fours times which will be good for the battery. 


