


LLB-33FW-81-OT (250 Lumen, >85CRI)

33FW



33DW

LLB-33DW-81-O0 (Warm White with Touch)















12 / 35 / 75 Watt Ultra Thin, Fully Sealed 1200 / 4800 / 10500 
Lumen IP 65 Flood

UL Certified, Hermetically Sealed Area Flood Lights

The next generation Lunasea LED flood light is both bright, durable and ultra thin. Available in 12W, 35W and 75W. Sleek 
design fits anywhere while offering bright soft light output with a high color rendering of >80CRI. Beam of 110 degree 
great for large area lighting. Includes Stainless Bracket and Hardware. Tempered Glass, completely sealed without the use 
of gaskets. 

12 Watt

35 Watt

75 Watt

LLB-36PN-41-00
Power:  75 Watt

Voltage Range: 120/240VAC (108-264VAC - 50/60 Hz)

  270VAC - 50/60Hz) (-A1 Model)

Output:  10,500 Lumen, 5700K >80CRI

Dimensions: 202 (8”) W x 202 (8”) H x 42 (1.65”) D

Enclosure: Aluminum / Baked White Urethane

  Stainless Stee Bracket & Hardware

Certification: Certified to UL1598A

Part Numbers:
LLB-36PN-41-00 120/240VAC (75 Watt)

LLB-36PN-A1-00 270VAC (75 Watt)

LLB-36MN-81-00
Power:  30 Watt

Voltage Range: 12/24VDC

Output:  3,800 Lumen, 5700K >80CRI

Dimensions: 211 (8.3”) W x 165 (6.5”) H x 39 (1.5”) D

LLB-36MN-41-00
Voltage Range: 120/240VAC (108-264VAC - 50/60 Hz)

Output:  4,500 Lumen, 5700K >80CRI

Dimensions: 211 (8.3”) W x 165 (6.5”) H x 39 (1.5”) D

Enclosure: Aluminum / Baked White Urethane

  Stainless Stee Bracket & Hardware

Certification: Certified to UL1598A

Part Numbers:
LLB-36MN-81-00 12 / 24VDC, 35 Watt)

LLB-36MN-41-00 120/240VAC , 35 Watt)

LLB-366N-81-00
Power:  12 Watt

Voltage Range: 12/24VDC

Output:  1,300 Lumen, 4000K >80CRI

Dimensions: 130 (5.1”) W x 91 (3.6”) H x 28 (1.1”) D

LLB-366N-31-00
Power:  12W

Voltage Range: 120VAC (108-132VAC - 60 Hz)

Output:  1,300 Lumen, 4000K >80CRI

Dimensions: 130 (5.1”) W x 91 (3.6”) H x 28 (1.1”) D

Enclosure: Aluminum / Baked White Urethane

  Stainless Stee Bracket & Hardware

Certification: Certified to UL1598A

Part Numbers:
LLB-36MN-81-00 12 / 24VDC, 35 Watt)

LLB-36MN-41-00 120/240VAC , 35 Watt)

SPECIFICATIONS



• Ultra-light Weight, only 3.9 Ounces

• Glass Lens

• Two or Three Wire Hookup

• Removable Anti-Bird Spike

• Threaded hole can mount DavisTM Windex on top of light

• Daylight Sensor automatically turns o� Anchor Light during Day

Introducing the new LLB-73BK Series Navigation 
Fixtures that produce zero EMI for the most sensitive 
equipment. In keeping with AIS advances, Lunasea 
Lighting has developed a new light that utilizes Active 
Current Control technology that is only available in 
12-volt version. The lamp eliminates all high frequency 
noise without compromising optical capability or 
mechanical and electrical specifications. 

Lunasea’s Tri-color/Anchor LED navigation models have 
the added features that you asked for, and more.
This lightweight fixture, weighs just 3.9 ounces. We’ve 
added auto daylight turnoff for anchor, and a remov-
able bird spike. The glass lens assures excellent light 
transmission for the life of the product. 3 year warranty. 

Voltage Range:        12VDC 

Power Consumption:    3 Watt

Light Output:     2NM

Enclosure:     Ultra Durable Plastic with Glass Lens

      Removable Bird-Spike

Wiring:      2 or 3 Wire

Infrared Light Sensor    Daylight Auto-off for Anchor

      (does not effect running)

ZERO EMI ULTRA 
LIGHT NAVIGATION 
FIXTURE COLREG 72 
& ABYC-A16 

SPECIFICATIONS

LLB-36PN-41-00
Power:  75 Watt

Voltage Range: 120/240VAC (108-264VAC - 50/60 Hz)

  270VAC - 50/60Hz) (-A1 Model)

Output:  10,500 Lumen, 5700K >80CRI

Dimensions: 202 (8”) W x 202 (8”) H x 42 (1.65”) D

Enclosure: Aluminum / Baked White Urethane

  Stainless Stee Bracket & Hardware

Certification: Certified to UL1598A

Part Numbers:
LLB-36PN-41-00 120/240VAC (75 Watt)

LLB-36PN-A1-00 270VAC (75 Watt)



Voltage Range:        12VDC 

Power Consumption:    3 Watt

Light Output:     2NM

Enclosure:     Ultra Durable Plastic with Glass Lens

      Removable Bird-Spike

Wiring:      2 or 3 Wire

Infrared Light Sensor    Daylight Auto-off for Anchor

      (does not effect running)

COLREG 72 
& ABYC-A16 



Rechargeable
Portable Tri-Color or All White
Nav Light - 2NM Certified

FULLY PORTABLE, FULLY WATERPROOF, 
USCG CERTIFIED, AND IT FLOATS!

The Lunasea Portable Nav light is a rechargeable lithium polymer 
battery-powered navigation LED fixture designed for rugged marine 
use and harsh outdoor conditions. Designed to work with both 
RAILBLAZA™, Navimount™ and Go-Pro™ mounting systems.
The light boasts a bright, steady light that's US Coast Guard approved 
for visibility up to 2 nautical miles. It offers six selectable light modes.
Easy to mount and operate, making it a reliable companion for 
various activities: sailing, paddling, surfing, jet skiing, or rowing on 
lakes or rivers.

• TRI - 6 Modes, Tri, Bi, Red, Green, Stern, Flash
   ALL WHITE - 4 Modes, Anchor, Stern, Running, Flash
• 1800maH Lithium Polymer Rechargeable Battery
• Magnetic Charge Cable to USB included
• Compatible with NaviMount™ and Railblaza™ & Go-Pro™ Mounts
• Waterproof and Floats if dropped in water
• No more wasting batteries
• Certified ABYC A-16, 2NM

Tri Color & Flash Bi Color Red Green

Part Numbers
TRI LIGHT
LLB-72BK-UB-00 No mount included

LLB-72BK-UB-01 Railblaza™ QuickPort™ included

ALL WHITE
LLB-72BA-UB-00 No mount included

LLB-72BA-UB-01 Railblaza™ QuickPort™ included

Shown
LLB-72BK-UB-01 including 
RailBlaza™ QuikPort Mount

Stern

Anchor & Flash Stern Running

LLB-72BA

LLB-72BK

Charging

Fully Charged

CHARGING INDICATORSApprox working hours per charge

LLB-72BA
Stern:  40 hours
Running:  30 hours
Anchor:  18 hours

LLB-72BK
Red, Green, or White: 18 hours
Bi Color:  14 hours
Tri Color:    8 hours

RailBlaza™ Insert

NaviSafe™ Insert





LLB-45RG

LLB-45RT

LLB-45WR

LLB-45RR

Part Numbers

LLB-45RR-91-00 Signle Color (Positive Control)

LLB-45WR-91-00 RGBW 4 Color (Negative Control)

Part Numbers

LLB-45RT-01-00 Tape Mount Transmitter

LLB-45RG-01-00 4 Zone Transmitter




